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1. Introduction

1.1 Basic features

·one series have three types: four channels, six channels,twelve channels

·Display Resolution： PAL：704*576(4CIF)； NTSC：640*480(4CIF)

·Playback Resolution： PAL： 352*288(CIF)； NTSC： 320*240(CIF)

·using advanced H.264video compression technologies,TIDM642Chipset

·FlexibleSeries Combination:4chs/6chs/12chs-Anyofthem canbemixedtowork
together.

·Server is capable of real time monitoring and recording ofup to64 video/audio input
channels.

·Shield functionforanyzoneofanychannel

·Image quality level, frames rate adjustable

·Multi-levelusermanagement

·Remotesetting for videoshielding toanychannel.;Remote talking,Matrixoutput

·E-map, email Transmission

·Multipleimageexportformat:imagecanbeexported tobeAVI files,CD, DVDin your
choice.

·watermark, Event report , Log

·Video Colorsetting toanychannels with time schedule

·Videorecordingandnotificationintheeventofcameramotiondetectionand/orsensor
inputs.

·Supportforpopularmodelsofpan,tilt,andzoom(PTZ) camerasthatcanbeoperated
bothlocallyandremotely.

·Simple spec for products
 System：PAL、NTSC

 Display Resolution： PAL：704*576(4CIF)； NTSC：640*480(4CIF)

 Playback Resolution： PAL： 352*288(CIF)； NTSC： 320*240(CIF)

1.2PCconfiguration

 Professional Windows2000 or WindowsXPOS

 DirectX 9.0or Above

 Driver withlatestversionforVGA card
 Motherboard: Intel Chipset (Above 845)（Forexample:ECS, Gigabyte, Asus）
 CPU:AboveCeleron2.13orP42.0(IfaboveP42.8,suggesttheusercloseHyper

Threading Technologyfirstly)

 VGA card: Above ATIor GF 64MB

 RAM: DDR 256M or above

 HDD:Maxtor80Goraboverecommended（Don’trecommendSeagateorWestern

DigitalHDD.IftheHDD ismorethan120G,itisbetterfortheusertodownloadthe

upgradedpackage for big HDD）
2. Hardware installation
(Attention:Beforeinstallingthehardware,usercancopyallthe filesofthe

software CD into driver C:\)
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1. Insertthe Video capture cardinto the PCIslot ofPCvertically,

2.Clearupthevideoandaudiocables;connecttheVideoandAudiocableswiththe

corresponding video and audioports of VideoCapture card

3. Software installation
Attention:Pleaseadjustthecolorofmonitorto32bits,resolution

to 1024x768，refresh frequency to 75HZ.

3.1 Installdrivers

3.1.1Beforeinstallingthehardware,usercancopyallthefilesofthesoftwareCD

intodriverC:\.Afterinstallingthehardware,re-startpc,windowswillreminduser

“found newhardware”,select“yes,thistimeonly”,andclip “next”

3.1.2 Select “install from a listor specific location(Advanced)”, clip “next”
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3.1.3Select“searchforthebestdriverintheselocations”,andtick“includethis

location in the search”

3.1.4Clip“Browse”button”,select thecorrect folder,the drivershouldbeunder“C:\ Ti

8.5\Driver”
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3.1.5 Clip“ok”,get followingicon,toremind userthat findthedriverofcards

3.1.6Clip next,getfollowingicon:
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